130.4mm (5.13")
80.16mm (3.15)

BODY : ZINC(ZN)

AIR CAP : ABS
BRACKET @ ZINC(ZN)

SPECIFICATION

1.0PERATING VOLTAGE : 9 -32 Volts DC
2.BALLAST : 35WATTHID

3.LAMP : 35W / 5000K +500

4 .REFLECTOR : PRESS / VACUUM METALLIZED
5.LENS : HARDENED GLASS

6.WEGHT : 1.6Kg(3.52bs)

7.VIBRATION : 8.6GRMS

8. WEATHER PROOF & DUST RESISTANCE
9.TEMPERATURE : -40C~B85T

10.LIFE : 2,000HrS

11.1P RATING : IP65

140.1mm (4.33") 95.3mm{3.75")

130.4mm (5.13)
142.9mm (5.63")

=)
ﬁ BOLT : SUS304 M10+40

NUT : SUS304 M10
SPRING-WASHER/NYLON
WASHER : SUS304 M10=21

RING: ZINC(ZN)

NON SLIP PAD

INJECTION BOLT : ABS BLACK / M8 BOLT

. o
STOPPER : SILLICON A

LENS :HARDENED GLASS

PONER LEAD WIRE @ AVSS 2.0 (AWG #12)
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VX-TS-4500
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